
 
 
 
 
 
 

 
  

GENERAL NOTES 
The complete System comprises of custom-made profiles and accessories suitable for the 
construction of punctiform facades whether they be vertical, inclined or overhead, as well as with 
curved glass, in special cases. 
 
 
 
 
 
 
LOAD BEARING STRUCTURE 
Even though the structure can be adapted to the specific project requirements, the curtain wall 
support of the System consists of a vertical grid made up of mullions that vary in size according to 
the structural features requested. 
These profiles, of ellipsoidal shape, have special multifunctional cavities on the four extremities 
that permit the following to be inserted: 
 
 
 
 

THE SYSTEM 



 
 
 
- Supports and articulated fittings 
- Wall attachments 
- Accessory for stress elements between mullions as well as 

between mullions and wall 
- Supporting brackets for any glazed reinforcements 
- Supports for the positioning and attachment of invisible 

opening elements 
- Front doors with thermal break frame, one or more wings and 

external opening. 
- Mullion connection joints 
- For a perfect aesthetical finish, appropriate snap rabbet profiles 

are used to fill any open cavity. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
SUPPORTS 
In designing the system there was an evident need to have 
flexible supports that could be composed according to the 
various glass attachment solutions that are found in each 
project. 
These supports which are made in a special aluminium alloy 
are divided in two and therefore the choice of the base (one 
or two slots) must be combined with the choice of the 
appropriate branch (one or two fixing points) In this way 
there will be combinations with 4, 3, 2 and 1 fixing points. 
 
 
 
 
 
 
 
 
 

 

 



 
 
 
 
 
 
 
 
 
 
The support that will be fixed to the load bearing structure, is assembled 
in this way so that various spider types are obtained permitting any type 
of attachment. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
ARTICULATED FITTINGS 
The glazed areas, as specified above, are attached to the supports by means of appropriate 
articulated fittings, made completely in stainless steel and inserted in the glass. 
 
 
 

 



 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 

 

 


